
*Contains a weighted average lead content of < 0.25%Refer to price list for packaging information for specific SKU’s

• = 5 Year Warranty   • = Lead Free*    = Available in Canada

StainleSS Steel WaShing Machine Supply connectorS SpeciFicationS

Product name / descriPtion modeL 
numBer

suPPLy Line 
configuration

case
Quantity

case dimensions
W/d/H (incHes)

case
WeigHt (LBs)

cuBic
feet uPc scci 2 of 5

48” WAshing MAChine ConneCtor 
•  9WM48 3/4” hose Fitting 

x 3/4” hose Fitting

10 5.75 x 12.25 x 8.00 7 0.33 0 39961 009487 100 39961 009484

60” WAshing MAChine ConneCtor 
•  9WM60 10 5.75 x 14.88 x 8.00 8 0.40 0 39961 009609 100 39961 009606

60” WAshing MAChine ConneCtor (2-PACk)
•  •  9WM60P2 Washing Machine 

Connection: 
3/4” hose Fitting 

Shut Off Valve Connection:
3/4” hose Fitting

10 15.63 x 13.06 x 6.50 13 0.57 0 39961 029607 100 39961 029604

72” WAshing MAChine ConneCtor
•  •  9WM72 10 5.81 x 17.69 x 8.00 9 0.48 0 39961 009722 100 39961 009729

48” WAshing MAChine ConneCtor
•  •  B9WM48 10 8.25 x 16.75 x 5.00 6 0.40 0 39961 002822 100 39961 002829

60” WAshing MAChine ConneCtor
•  •  B9WM60 10 8.88 x 21.88 x 5.00 7 0.56 0 39961 002839 100 39961 002836

72” WAshing MAChine ConneCtor
•  •  B9WM72 10 8.88 x 21.88 x 5.00 9 0.56 0 39961 002846 100 39961 002843

48” high eFFiCienCY WAshing MAChine ConneCtor
•  9WM48he High Efficiency 

Washing Machines 
Connection: 

3/4” hose Fitting 
X 3/4” hose Fitting

Shut Off Valve Connection:
3/4” hose Fitting

1/2” inner Diameter for 
higher Flow required

10 6.75 x 12.25 x 10.63 9 0.59 0 39961 009494 100 39961 009491

60” high eFFiCienCY WAshing MAChine ConneCtor
•  9WM60he 10 6.75 x 15.75 x 10.63 7 0.70 0 39961 409614 100 39961 409611

60” high eFFiCienCY WAshing MAChine ConneCtor
(2 PACk)
•  9WM60P2he 10 15.63 x 18.31 x 7.13 18 1.10 0 39961 409621 100 39961 409628

72” high eFFiCienCY WAshing MAChine ConneCtor
•  9WM72he 10 6.75 x 18.75 x 12.63 10 0.84 0 39961 409737 100 39961 409734

48” high eFFiCienCY WAshing MAChine ConneCtor
•  B9WM48he 10 8.75 x 7.50 x 18.25 9 0.62 0 39961 402837 100 39961 402834

60” high eFFiCienCY WAshing MAChine ConneCtor
•  B9WM60he 10 8.75 x 7.50 x 18.25 9 0.62 0 39961 402851 100 39961 402858

72” high eFFiCienCY WAshing MAChine ConneCtor
•  B9WM72he 10 8.75 x 7.50 x 20.25 10 0.69 0 39961 402868 100 39961 402865

WasHing macHine Water suPPLy connectors
Fluidmaster water supply connectors are built to last. Made of 
a tough core covered with braided stainless steel wire, these 
connectors exceed code requirements for durability. They also 
have a large inside diameter for higher flow capacity.

• Exceptional flexibility for fast, easy installation
• Won’t kink or crease, even in the tightest of spaces
• Heavy-duty brass hex nuts are easy to grip and nickel plated for durability
• Exceeds all code requirements for flexible water connectors
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www.fluidmaster.com/our-products/connectors.html


